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Dimensions in millimeters (inch) unless otherwise stated

46 (1.81)

STAR PART NUMBERS

Black
Powder
Coated

46 (1.81)

STAR PART NUMBERS

To open: 

Turn counter clockwise 1/6 

Insert key horizontally 

To lock: 

To open: 

Turn counter clokwise 1/6 

Insert key horizontally 

To lock: 

Save this instructioncard and 
spare key# for future reference.

Save this instructioncard and 
spare key# for future reference.

Key # for ordering sparekey
starting with 8_ _ or 9_ _Key # for ordering sparekey

starting with 8_ _ or 9_ _

Flush - Oval M/S Flush Oval

M/S Offshore flush mounted M/S Offshore mortise mounted

Key # for ordering sparekey
starting with 8_ _ or 9_ _

For spare keys please
contact Southco 

Within US: info@southco.com 
Outside US: mobella@southco.com 

How to determine your key combination

M/S Offshore

M/S Flush M/S Secure

M/S Talon

46 (1.81)

STAR PART NUMBERS

how to determine your  
key combination

Key Code Letter Length

assembly

www.southco.com/MM

Panel Preparation

For top stop installation please refer to page 26.
For high seas handle installation please refer to page 29.
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Dimensions in millimeters (inch) unless otherwise stated

star-slider
This attractive sliding door lock is the perfect choice for top-of-the-line boats and yachts. 
Its stylish pivot handles give cabin entries the elegant look and solid performance 
reminiscent of a luxury hotel suite.

Complemented with the highly secure Star-LockTM mechanism, it enhances the confidence 
and peace-of-mind of owners  
• superior star-Locktm capability provides enhanced three-axis pin tumbler security
• a one-piece pivot actuation latch with integrated lock mechanism provides reliable 

performance and a smooth, ergonomic feel in use
• available in two options: 

1. standard version with pivot handle on both sides and   
2. Flush version with pivot handle on the outside and flush handle on the inside

• all locks feature a hold open mechanism, which enables use with electric door  
operating systems

• available with various latch module mechanisms,that allows usage on  
recessed doors and frames 

• top-stop latching feature provides option to secure door in the full open, full  
closed, or partially open positions, prevents accidental closing even in rough seas

• Designed for doors in stainless steel and aluminium extrusions
• Fits doors from 23mm (0.9”) to 38mm (1.5”)
For spare keys please contact Southco Marine

Latch module options

Protruding hook

Heavy Duty

Standard

Standard Version

Flush inside Version

top stop installation

mm star slider entry Door Lock

www.southco.com/MM

6 (0.24)
19 (0.75)

4 (0.2)
33 (1.3)

93 (3.7)

34 9 ± 2
(1.37 ± .07)
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Dimensions in millimeters (inch) unless otherwise stated

Latch Module Options

star sLiDer accessories

Mounting tool for striker MM-90-103-41

Top Stop MM-7520

Ramp for top stop MM-90-201-60

assembly

Panel Preparation

Inside Outside
Latch mechanism options apply to  
Standard and Flush

30 (1.18)
R4 (4X) (0.16)

134 (5.3)

4 (0.2)

35 (1.4)

MAX  R7.5 (0.3)

Ø27 (Ø1.1)

Ø8 X2 (0.32)

69 (3)

12
6 

(5
)

40
.5

 (2
)

21
 (0

.8
1)

27 (1.1)

56 (2.2)

A
B

MIN 17.5
(0.69)

Ø8 COUNTER 
SINK 45º 2X (0.17)

Ø8 COUNTER 
SINK 45º 2X (0.31)

Centre line of door

star sLiDer Part numBers

Latch module
Door thickness

23 (0.93) - 28.5 (1.12) 28.5 (1.12) - 33.5 (1.32) 33.5 (1.32) - 38 (1.50)

standard MM-03-131-14-10 • MM-03-132-14-10 • MM-03-133-14-10 •

Protruding hook MM-03-331-14-10 • MM-03-332-14-10 • MM-03-333-14-10 •

standard top 
stop feature

MM-03-431-14-10 • MM-03-432-14-10 • MM-03-433-14-10 • 

heavy Duty MM-03-531-14-10 • MM-03-532-14-10 • MM-03-533-14-10 •

Protruding hook, 
top stop feature

MM-03-631-14-10 • MM-03-632-14-10 • MM-03-633-14-10 •

Latch Module Options

HEAVY DUTY 120 (4.7)

18 (0.71)

106 (4.2)

For thinner doors please contact Southco Marine

mm star slider standard Version

www.southco.com/MM
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Dimensions in millimeters (inch) unless otherwise stated

30.6 (1.2)

3 (0.12) 101 
(3.98)

180.5 
(7.1)

21 
(1.1)

40.5
(2)

21 (0.8)

Ø8 (0.32)

Ø27 (1.06)

Ø8 (0.32)

69 (3)

35 (1.4)

SEE DRAW J-MM-03-3
FOR MATCHBOX CUT OUTS

126 
(5)

130 
(5.1)

4 
(0.2)

30 
(1.18)

B A

M4 (2X)

R4.3 (4X) (0.17)
MAX R7.5 (0.3)

R4 (4X) (0.16)

STAR SLIDER ACCESSORIES

Mounting tool for striker MM-90-103-41

Top Stop MM-7520

Ramp for top stop MM-90-201-60

31 (1.2)

121 (4.8)

168.5 (6.6)

41 (1.6)

59 (2.3)

99 (4)

49 (2)

Ø 19 (Ø0.75)

31 (1.2)

121 (4.8)

168.5 (6.6)

41 (1.6)

59 (2.3)

99 (4)

49 (2)

Ø 19 (Ø0.75)

XX = 15 for port closing door   XX = 16 for starboard closing door
*For use in thinner doors, please contact Southco Marine

assembly

Panel Preparation
Inside Outside

SLIDER PART NUMBERS - Flush inside version

Latch Module Locking  
Mechanism

DOOR THICKNESS (B)*

23 (0.9) - 28.5mm (1.12) 28.5 (1.12) - 33.5 (1.32) 33.5 (1.32) - 38 (1.50)

Standard. Star Slider  
chrome. Offset handle and 

flushed inside handle.
MM-03-131-XX-10 MM-03-132-XX-10 MM-03-133-XX-10

Star Slider chrome.  
Offset handle and  

flushed inside handle.  
Protruding hook.

MM-03-331-XX-10 MM-03-332-XX-10 MM-03-333-XX-10

how to determine your key combination

Key Code Letter Length

Latch Module Options

mm star slider Flush inside Version

www.southco.com/MM

Latch Module Options

HEAVY DUTY 120 (4.7)

18 (0.71)

106 (4.2)
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Dimensions in millimeters (inch) unless otherwise stated

Door thicKness ranGe: 20.5 - 38mm (13/16” - 1 1/2”)
The Talon sliding-door lock is designed for aluminium extrusions, wood, or fiberglass doors. 

it offers:
• all marine-grade materials for superior corrosion resistance
• Positive-grip latch mechanism keeps doors closed under even extreme conditions
• Locks can be matched to other southco deck latches. Please contact southco marine for 

further information

available options:
Locking:
 Keylocking and non-keylocking versions. 
 Non-keylocking features an exterior  
 lock override. 
 Non-keylocking version includes forend for  
 wooden door applications.

Finish: 
 A variety of finish options includes  
 Anodized Aluminum,  
 Powder Coated Black Aluminum, Chrome  
 and Brass.

accessories:
high-seas handle:
 Improved grip with a nice design for 
  heavier doors.
ramp for top stop:
 Prevents the Top stop from interfering with 
 the rail when sliding the door.
top stop:
 Stop that holds door at any open position. 
mounting tool for striker: 
 Use to align door and striker.

For spare keys please contact Southco Marine

TALON ACCESSORIES
Mounting tool for striker
Top Stop
High-seas handles for chrome Talon
High-seas handles for black Talon
Ramp for Top Stop

MM-90-103-41
MM-7520
MM-7660
MM-7683
MM-90-201-60

how to use the mounting tool

1

2

3

4

High - Seas Handle  
(optional)

Ramp (Optional)

TALON PART NUMBERS

Without Key locking*
(egress opening from outside)

Key locking

Anodized aluminum
Powder coated black aluminum
Chrome
Diamond brass

Anodized aluminum
Powder coated black aluminum
Chrome
Diamond brass

MM-01-100-60
MM-01-100-50
MM-01-100-10
MM-01-100-40

MM-01-110-60
MM-01-110-50
MM-01-110-10
MM-01-110-40

MM-01-101-60
MM-01-101-50
MM-01-101-10
MM-01-101-40

MM-01-111-60
MM-01-111-50
MM-01-111-10
MM-01-111-40

MM-01-102-60
MM-01-102-50
MM-01-102-10
MM-01-102-40

MM-01-112-60
MM-01-112-50
MM-01-112-10
MM-01-112-40

MM-01-103-60
MM-01-103-50
MM-01-103-10
MM-01-103-40

MM-01-113-60
MM-01-113-50
MM-01-113-10
MM-01-113-40

20.5 - 23 mm
(13/16 - 29/32")

22.5 - 27 mm
(7/8 - 1 1/16")

27  - 34.5 mm
(1 1/16 - 1 3/8")

28.5 - 38 mm
(1 1/8 - 1 1/2")

Door thickness range

Top stop (optional)

high seas handle installation

300    1.0 ±

11 13/16”    
5/128” ±

Talon Chrome   
key locking

Talon chrome & Diamond 
Brass  

without key locking

mm talon entry Door Lock

www.southco.com/MM
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Dimensions in millimeters (inch) unless otherwise stated

mm talon entry Door Lock without Key Lock

Imperial    Metric

A

B

C

D

E

F

G

H

 I

Nominal      Decimal

J

K       

L

M

N

O

P

Q

R

1  13/32

  1  1/2

   2 3/16

      3/4

  7  9/16

      3/8

2  7/32

1 13/32

     3/4

 1  1/2

  2 3/16

 5  5/8

 3  7/16

   15/16

 1  1/32

     9/32

     1/4

     1/4

1.41

1.49

2.18

  .75

7.56

  .374

2.224

1.41

  .75

1.49

2.18

5.63

3.445

  .945

1.024

  .276

  .250

  .250

  36

  38     

  55.5

  19

192  

    9.5

  56.5

  36

  19

  38     

  55.5

143

  87.5

  24

  26

    7

  6.35 

  6.35

H

A

B

C

D

E

F G

I

J

L

M

N
O

P

Ø R

Ø Q

Imperial    Metric

A

B

C

D

E

F

G

H

 
I

Nominal      Decimal

J

       K       

L

M

N

O

P

Q

R

S

T

U

V

X

  

      5/16

      5/32

  1  3/16

  6  5/32

      5/32

      5/32

    53/64

11  7/16

     11/32

     19/32 

       7/32

   2  7/32

   1  3/4

 1  13/16

       5/32

       5/16

       5/32

       5/32

   4  7/32

   1  3/16

 9  25/64

     31/32

       1/4

       1/4

       9/32

  .311

  .156

1.187

6.142

  .156

  .156

  .827

1.516

11.437

  .354

  .591

  .211

2.205

1.77

1.81

  .156

  .311

  .156

  .156

4.213

1.187

9.39

  .965

  .25

  .25

  .276

    7.9

    4     

  30.2

156

    4  

    4

  21

  38.5

290.5

    9

  15  

    5.5  

  56     

  45

  46

    4

    7.9

    4

    4

107

  30.2 

238.5

  24.5

    6.35

    6.35

    7

min.

max.

min.

max.

min.

max.

1 33/64

Ø A c sink
Ø B through

C

D

Rad. E
4 plcs.

Rad. F
2 plcs.

U = (Option for egress opening)

G

H

I
Rad.
 J
K L

Ø M Ø N c sink

Rad. O
Rad. P

Q

R
S

T Ø U
Ø V

X

Panel Preparation

top stop installation

2"

1 2

3 4

5 6 87

A B C D

Without Key-lock installation

1 2

3 4 5

www.southco.com/MM
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Dimensions in millimeters (inch) unless otherwise stated

mm talon entry Door Lock, Key Locking

P

A

D

B

C
E

F G

O

Q

R N

M

J

HG

L

Imperial    Metric

A

B

C

D

E

F

G

H

 I

Nominal      Decimal

J

K       

L

M

N

O

P

Q

R

 1  13/32

  1  1/2

  2  3/16

      3/4

  7  9/16

      3/8 

 2   7/32

      3/8

1  19/64

1  41/64

 3   7/32

      7/8

2  55/64

5    5/8

      3/4

1  13/32

1   1/2

2   3/16

1.41

1.49

2.18

  .75

7.56

  .374

2.224

  .374

1.299

1.634

3.228

  .87

2.85

5.63

  .75

1.41

1.49

2.18

  36

  38 

  55.5

  19

192

    9.5

  56.5

    9.5

  33

  41.5

  82

  22

  72.5

143

  19

  36

  38

  55.5

Ø A c-sink
Ø B through

C

D

Rad. E
4 plcs.

Rad. F
2 plcs.

G

H

I
Rad.
 J

K L

Ø M Ø N c-sink

Rad. O
Rad. P

Q

R
S

T Ø U
Ø V

Imperial    Metric

A

B

C

D

E

F

G

H

 
I

 

Nominal      Decimal
      5/16

      5/32

  1  3/16 

  6  5/32

      5/32

      5/32

    53/64

  1  33/64

11  7/16

    11/32

    19/32

      7/32

  2  7/32

  1  3/4

11  3/16

      5/32

      5/16

      5/32

      5/32 

  4  7/32

  1  3/16

9  25/64

    31/32

  1

      5/16

    .311

    .156

  1.187

  6.142

    .156

    .156

    .827

  1.516

11.437  

    .354

    .591

    .211

  2.205

  1.77

  1.81

    .156

    .311

    .156

    .156

  4.213

  1.187

  9.39

    .965

  1

    .314

    7.9

     4

  30.2

156

    4

    4

  21

  38.5

290.5

    9

  15

    5.5

  56

  45

  46

    4

    7.9

    4

    4

107

  30.2

238.5

  24.5

  25.4

    8

J

K

L

M

N

O

P

Q

R

S

T

U

V

min.

max

min.

max

min.

max

Panel Preparation

A B C D

Key-locking installation

1 2 3 4 5 6

www.southco.com/MM



MM-01-100-10 MM-01-500-10 MM-03-130-14-10 MM-03-630-14-10 MM-97-12-10-227
MM-01-100-40 MM-01-500-40 MM-03-130-15-10 MM-03-630-15-10 MM-97-12-10-228
MM-01-100-50 MM-01-500-50 MM-03-130-16-10 MM-03-630-16-10 MM-97-12-10-229
MM-01-100-60 MM-01-500-60 MM-03-131-14-10 MM-03-631-14-10 MM-97-12-10-230
MM-01-101-10 MM-01-501-10 MM-03-131-15-10 MM-03-631-15-10 MM-97-12-10-231
MM-01-101-40 MM-01-501-40 MM-03-131-16-10 MM-03-631-16-10 MM-97-12-10-232
MM-01-101-50 MM-01-501-50 MM-03-132-14-10 MM-03-632-14-10 MM-97-12-10-233
MM-01-101-60 MM-01-501-60 MM-03-132-15-10 MM-03-632-15-10 MM-97-12-10-234
MM-01-102-10 MM-01-502-10 MM-03-132-16-10 MM-03-632-16-10 MM-97-12-10-235
MM-01-102-40 MM-01-502-40 MM-03-133-14-10 MM-03-633-14-10 MM-97-12-10-236
MM-01-102-50 MM-01-502-50 MM-03-133-15-10 MM-03-633-15-10 MM-97-12-10-237
MM-01-102-60 MM-01-502-60 MM-03-133-16-10 MM-03-633-16-10 MM-97-12-10-238
MM-01-103-10 MM-01-503-10 MM-03-330-14-10 MM-05-103-10 MM-97-12-10-239
MM-01-103-40 MM-01-503-40 MM-03-330-15-10 MM-05-103-80 MM-97-12-10-240
MM-01-103-50 MM-01-503-50 MM-03-330-16-10 MM-05-104-10 MM-97-21-10-201
MM-01-103-60 MM-01-503-60 MM-03-331-14-10 MM-05-105-10 MM-97-21-10-202
MM-01-110-10 MM-01-510-10 MM-03-331-15-10 MM-54-120-1 MM-97-21-10-203
MM-01-110-40 MM-01-510-40 MM-03-331-16-10 MM-54-120-2 MM-97-21-10-204
MM-01-110-50 MM-01-510-50 MM-03-332-14-10 MM-54-123-3 MM-97-21-10-205
MM-01-110-60 MM-01-510-60 MM-03-332-15-10 MM-7520 MM-97-21-10-206
MM-01-111-10 MM-01-511-10 MM-03-332-16-10 MM-7660 MM-97-21-10-207
MM-01-111-40 MM-01-511-40 MM-03-333-14-10 MM-90-103-41 MM-97-21-10-208
MM-01-111-50 MM-01-511-50 MM-03-333-15-10 MM-97-12-10-201 MM-97-21-10-209
MM-01-111-60 MM-01-511-60 MM-03-333-16-10 MM-97-12-10-202 MM-97-21-10-210
MM-01-112-10 MM-01-512-10 MM-03-430-14-10 MM-97-12-10-203 MM-97-21-10-211
MM-01-112-40 MM-01-512-40 MM-03-430-15-10 MM-97-12-10-204 MM-97-21-10-212
MM-01-112-50 MM-01-512-50 MM-03-430-16-10 MM-97-12-10-205 MM-97-21-10-213
MM-01-112-60 MM-01-512-60 MM-03-431-14-10 MM-97-12-10-206 MM-97-21-10-214
MM-01-113-10 MM-01-513-10 MM-03-431-15-10 MM-97-12-10-207 MM-97-21-10-215
MM-01-113-40 MM-01-513-40 MM-03-431-16-10 MM-97-12-10-208 MM-97-21-10-216
MM-01-113-50 MM-01-513-50 MM-03-432-14-10 MM-97-12-10-209 MM-97-21-10-217
MM-01-113-60 MM-01-513-60 MM-03-432-15-10 MM-97-12-10-210 MM-97-21-10-218
MM-01-130-10 MM-01-530-10 MM-03-432-16-10 MM-97-12-10-211 MM-97-21-10-219
MM-01-130-50 MM-01-530-50 MM-03-433-14-10 MM-97-12-10-212 MM-97-21-10-220
MM-01-131-10 MM-01-531-10 MM-03-433-15-10 MM-97-12-10-213 MM-97-21-10-221
MM-01-131-50 MM-01-531-50 MM-03-433-16-10 MM-97-12-10-214 MM-97-21-10-222
MM-01-132-10 MM-01-532-10 MM-03-530-14-10 MM-97-12-10-215 MM-97-21-10-223
MM-01-132-50 MM-01-532-50 MM-03-530-15-10 MM-97-12-10-216 MM-97-21-10-224
MM-01-133-10 MM-01-533-10 MM-03-530-16-10 MM-97-12-10-217 MM-97-21-10-225
MM-01-133-50 MM-01-533-50 MM-03-531-14-10 MM-97-12-10-218 MM-97-21-10-226
MM-01-430-10 MM-01-630-10 MM-03-531-15-10 MM-97-12-10-219 MM-97-21-10-227
MM-01-430-50 MM-01-630-50 MM-03-531-16-10 MM-97-12-10-220 MM-97-21-10-228
MM-01-431-10 MM-01-631-10 MM-03-532-14-10 MM-97-12-10-221 MM-97-21-10-229
MM-01-431-50 MM-01-631-50 MM-03-532-15-10 MM-97-12-10-222 MM-97-21-10-230
MM-01-432-10 MM-01-632-10 MM-03-532-16-10 MM-97-12-10-223 MM-97-21-10-231
MM-01-432-50 MM-01-632-50 MM-03-533-14-10 MM-97-12-10-224 MM-97-21-10-232
MM-01-433-10 MM-01-633-10 MM-03-533-15-10 MM-97-12-10-225 MM-97-21-10-233
MM-01-433-50 MM-01-633-50 MM-03-533-16-10 MM-97-12-10-226 MM-97-21-10-234



MM-97-21-10-235 MM-97-31-10-203 MM-97-41-10-211 MM-97-42-10-219
MM-97-21-10-236 MM-97-31-10-204 MM-97-41-10-212 MM-97-42-10-220
MM-97-21-10-237 MM-97-31-10-205 MM-97-41-10-213 MM-97-42-10-221
MM-97-21-10-238 MM-97-31-10-206 MM-97-41-10-214 MM-97-42-10-222
MM-97-21-10-239 MM-97-31-10-207 MM-97-41-10-215 MM-97-42-10-223
MM-97-21-10-240 MM-97-31-10-208 MM-97-41-10-216 MM-97-42-10-224
MM-97-22-10-201 MM-97-31-10-209 MM-97-41-10-217 MM-97-42-10-225
MM-97-22-10-202 MM-97-31-10-210 MM-97-41-10-218 MM-97-42-10-226
MM-97-22-10-203 MM-97-31-10-211 MM-97-41-10-219 MM-97-42-10-227
MM-97-22-10-204 MM-97-31-10-212 MM-97-41-10-220 MM-97-42-10-228
MM-97-22-10-205 MM-97-31-10-213 MM-97-41-10-221 MM-97-42-10-229
MM-97-22-10-206 MM-97-31-10-214 MM-97-41-10-222 MM-97-42-10-230
MM-97-22-10-207 MM-97-31-10-215 MM-97-41-10-223 MM-97-42-10-231
MM-97-22-10-208 MM-97-31-10-216 MM-97-41-10-224 MM-97-42-10-232
MM-97-22-10-209 MM-97-31-10-217 MM-97-41-10-225 MM-97-42-10-233
MM-97-22-10-210 MM-97-31-10-218 MM-97-41-10-226 MM-97-42-10-234
MM-97-22-10-211 MM-97-31-10-219 MM-97-41-10-227 MM-97-42-10-235
MM-97-22-10-212 MM-97-31-10-220 MM-97-41-10-228 MM-97-42-10-236
MM-97-22-10-213 MM-97-31-10-221 MM-97-41-10-229 MM-97-42-10-237
MM-97-22-10-214 MM-97-31-10-222 MM-97-41-10-230 MM-97-42-10-238
MM-97-22-10-215 MM-97-31-10-223 MM-97-41-10-231 MM-97-42-10-239
MM-97-22-10-216 MM-97-31-10-224 MM-97-41-10-232 MM-97-42-10-240
MM-97-22-10-217 MM-97-31-10-225 MM-97-41-10-233 MM-R7504
MM-97-22-10-218 MM-97-31-10-226 MM-97-41-10-234 MM-R7569
MM-97-22-10-219 MM-97-31-10-227 MM-97-41-10-235 MM-R7574
MM-97-22-10-220 MM-97-31-10-228 MM-97-41-10-236 MM-R7620
MM-97-22-10-221 MM-97-31-10-229 MM-97-41-10-237 MM-R7622
MM-97-22-10-222 MM-97-31-10-230 MM-97-41-10-238
MM-97-22-10-223 MM-97-31-10-231 MM-97-41-10-239
MM-97-22-10-224 MM-97-31-10-232 MM-97-41-10-240
MM-97-22-10-225 MM-97-31-10-233 MM-97-42-10-201
MM-97-22-10-226 MM-97-31-10-234 MM-97-42-10-202
MM-97-22-10-227 MM-97-31-10-235 MM-97-42-10-203
MM-97-22-10-228 MM-97-31-10-236 MM-97-42-10-204
MM-97-22-10-229 MM-97-31-10-237 MM-97-42-10-205
MM-97-22-10-230 MM-97-31-10-238 MM-97-42-10-206
MM-97-22-10-231 MM-97-31-10-239 MM-97-42-10-207
MM-97-22-10-232 MM-97-31-10-240 MM-97-42-10-208
MM-97-22-10-233 MM-97-41-10-201 MM-97-42-10-209
MM-97-22-10-234 MM-97-41-10-202 MM-97-42-10-210
MM-97-22-10-235 MM-97-41-10-203 MM-97-42-10-211
MM-97-22-10-236 MM-97-41-10-204 MM-97-42-10-212
MM-97-22-10-237 MM-97-41-10-205 MM-97-42-10-213
MM-97-22-10-238 MM-97-41-10-206 MM-97-42-10-214
MM-97-22-10-239 MM-97-41-10-207 MM-97-42-10-215
MM-97-22-10-240 MM-97-41-10-208 MM-97-42-10-216
MM-97-31-10-201 MM-97-41-10-209 MM-97-42-10-217
MM-97-31-10-202 MM-97-41-10-210 MM-97-42-10-218


