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Dimensions in millimeters (inch) unless otherwise stated

ACTUAL SIZE

mG star sailor entry Door Lock

95 (3.74)

76 (2.99)

15.5
(.61)

55.9
(2.2)

R12.5
(.49)

M4 Screw x 2

Panel

Lock module

Female 
Screw x 2

30.5 
(1.20)

MG-05-736-24 MG-05-733-24

22.2 (.87) 12 (.47)
16.1 (.63)
17.6 (.70)25.2 (.99)

57.4 
(2.26)

Stamped key combination

Optional
spacer

1mm gasket 
to enable 
1/2” door 
thickness

14 
(.55)

95 (3.74)

76 (2.99)

15.5
(.61)

55.9
(2.2)

R12.5
(.49)

M4 Screw x 2

Panel

Lock module

Female 
Screw x 2

30.5 
(1.20)

MG-05-736-24 MG-05-733-24

22.2 (.87) 12 (.47)
16.1 (.63)
17.6 (.70)25.2 (.99)

57.4 
(2.26)

Stamped key combination

Optional
spacer

1mm gasket 
to enable 
1/2” door 
thickness

14 
(.55)

• suitable for 12mm and 22mm entry  
door thicknesses 

• Provide high-end security with the  
star-Lock system´s three-axis six-pin  
tumbler design

• Locks can be matched to other southco 
deck latches . contact southco marine 
for more information

 
material and Finish
Lock Case: 316 Stainless Steel 
Internal Components: 316 Stainless Steel  
Star Plug: Brass 
Spring: 316 Stainless Steel 
Screws: 316 Stainless Steel 
Gasket: Rubber (12mm version)

Optional Spacer: 316 Stainless Steel 
Part number: MG-05-115 
Use with MG-05-733-24 to enable  
10mm Door thickness 
Use with MG-05-736-24 to enable  
20mm Door thickness

assembly

installation

94.8 (3.73)2 (.08)

55.4
(2.18)

optional spacer (2mm)

95.5 (3.76)
84 (3.31)
70 (2.76)

1.5 (.06)

A. Door thickness (see table)

R4 (.16)

53
(2.09)

45
(1.77)

Panel Preparation

Part number selection

c   Door Thickness (A)
 3  12mm (.5)
 6  22mm (.86)

mG - 05 - 73  - 24c

www.southco.com/MG
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Dimensions in millimeters (inch) unless otherwise stated

striker alignment

strikers
Striker: 
Anodized Aluminium: MG-90-102-60 
Anodized Black: MG-90-102-50 
B: 8.6 ±1.3 (.34) ± (.51) 
C: 37.5 ± 2.5 (1.48) ± (.09) 
D: 2.0 ± 1.2 (.80) ± (.04) 
 

P-Striker: 
Anodized Aluminium: MG-90-105-50 
Anodized Black: MG-90-105-61 
B: 8.6 ±1.3 (.34) ± (.51) 
C: 37.5 ± 2.5 (1.48) ± (.09) 
D: 2.0 ± 1.2 (.80) ± (.04) 
 
 

Eyelet Striker: 
Stainless Steel: MG-90-103-24 
B: 37.5 ± 2.5 (1.48) ± (.09) 
E: 2.9 ± 1 (.11) ± (.03) 
F: 37.5 ± 2 (1.48 ± (.07) 
G: 5.8 ± .4 (.23) ± (.01) 
 
 
 
 

33 (1.3)
2 x Ø 4.5 (.18)

2 x Ø 3.7 (.15)

8 (.32)

13 (.51)

9 (.35)

15 (.59)

15 (.59)
4 (.16)

M5

M5

11 (.43)

6 (.24)

8 (.32)

G

D

F

E
B

C

Ø 12 (.47)

3 (.21)15 (.59)
Prefered load

direction

Prefered load
direction

48 (1.89)

50.8 (2)

16
(.63)

26.8
(1.06)

Prefered load
direction
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M5
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11 (.43)

6 (.24)

8 (.32)

G

D

F

E
B
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Ø 12 (.47)

3 (.21)15 (.59)
Prefered load
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Prefered load
direction

48 (1.89)

50.8 (2)
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(.63)

26.8
(1.06)

Prefered load
direction

33 (1.3)
2 x Ø 4.5 (.18)

2 x Ø 3.7 (.15)

8 (.32)

13 (.51)

9 (.35)

15 (.59)

15 (.59)
4 (.16)

M5

M5

11 (.43)

6 (.24)

8 (.32)

G

D

F

E
B
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Ø 12 (.47)

3 (.21)15 (.59)
Prefered load

direction

Prefered load
direction

48 (1.89)

50.8 (2)

16
(.63)

26.8
(1.06)

Prefered load
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33 (1.3)
2 x Ø 4.5 (.18)

2 x Ø 3.7 (.15)

8 (.32)

13 (.51)

9 (.35)

15 (.59)

15 (.59)
4 (.16)

M5

M5

11 (.43)

6 (.24)

8 (.32)

G

D

F

E
B

C

Ø 12 (.47)

3 (.21)15 (.59)
Prefered load

direction

Prefered load
direction

48 (1.89)

50.8 (2)

16
(.63)

26.8
(1.06)

Prefered load
direction
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Dimensions in millimeters (inch) unless otherwise stated

mG secure entry Door Lock

Door thicKness: 12mm (7/16”) (or 10mm (3/8”) with optional spacer)
The Secure is designed for both swinging and sliding doors. It can be used on acrylic or 
wood doors, bi-fold doors, hatches, and companionway drop-in boards. The Secure is easy 
to install, since no fasteners are required - simply snap the Secure over the door edge.
• offered in all corrosion-resistant materials, including Polyamide,  

stainless steel, and Brass
• outside keylocking with interior sliding privacy lock
• supplied with striker and two keys

available options:
Finish: White or black polyamide case available.

accessories:
Locking: Optional black day key available.
Spacer: Optional spacer available to accept a 10mm  (3/8”) door thickness.
Striker: Numerous strikers available in clear or black anodised aluminum or stainless steel.
Different shapes available.
For spare keys please contact Southco Marine

Imperial    Metric

A

B

C

Nominal      Decimal
 3  27/64

 2  11/64  

     15/32 

  3.43

  2.17

    .47

    87

    55

    12

SECURE PART NUMBERS

MG-01-110-50 MG-01-110-70

MF-96-XXX-41

MG-90-102-60

MG-90-102-50

MG-90-103-24

MG-90-104-24

MG-92-100-50

Black White

ACCESSORIES

Day key, black

Striker, anodized aluminum

Striker, anodized black

Eyelet striker, stainless steel

Eyelet striker, offcenter, stainless steel

Spacer for 10mm (3/8") door thickness

With P-striker and two keys

c

B

a

www.southco.com/MG
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Dimensions in millimeters (inch) unless otherwise stated

Panel Preparations

Rad. E

A B

C

D

F

G

Imperial    Metric

A
B
C
D
E
F
G

Nominal      Decimal
 3  13/32
 2  25/32
       5/16
       5/64
      5/32
 2  27/32
 1  23/32

  3.406
  2.776
    .315
    .079
    .156
  2.835
  1.713

  86.5
  70.5
    8
    2
    4
  72
  43.5

installation

To open: 

Turn counter clockwise 1/6 

Insert key horizontally 

To lock: 

To open: 

Turn counter clokwise 1/6 

Insert key horizontally 

To lock: 

Save this instructioncard and 
spare key# for future reference.

Save this instructioncard and 
spare key# for future reference.

Key # for ordering sparekey
starting with 8_ _ or 9_ _Key # for ordering sparekey

starting with 8_ _ or 9_ _

Flush - Oval M/S Flush Oval

M/S Offshore flush mounted M/S Offshore mortise mounted

Key # for ordering sparekey
starting with 8_ _ or 9_ _

For spare keys please
contact Southco 

Within US: info@southco.com 
Outside US: mobella@southco.com 

How to determine your key combination

M/S Offshore

M/S Flush M/S Secure

M/S Talon

• how to determine your  
key combination

1 2

3

www.southco.com/MG
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Dimensions in millimeters (inch) unless otherwise stated

Part number

MG-03-630-24 

Panel Preparation

Keyway

Interior
(Privacy knob)

Lock
module

8.6 (.34)

16.3
(.64)

2
(.09)

12.7 (.5)

16 (.63)

78 (3.07)

95 (3.74)

64 (2.52)

2X R12.5
(.5)

6 (.24)

45 (1.77)

7.5 (.3)

10.5 (.41)

2X R5.9 (.23)
78 (3.07)

18 (.71)

8.3 (.33)

2X Ø5 (.2) Thru-hole 
Countersunk 45˚

2X Ø5 (.2) Thru-hole 
Ø8 Countersunk 45˚

15.5
(.61)

65 
(2.56)

11 
(0.43)

Ø23 
(.91)

45
(1.77)

A

R12.8 (.5)
R6.4
(.25)

60
(2.36) 64.5

(2.54)

2X R6.4 (.25)

96 
(3.78)

2 (.08)

18.5 (.73)

Minimum panel thickness a 20 mm (0.71), Maximum panel thickness 44 mm (1.75). 
No mounting hardware included.

Flush mount panel preparation shown

Gain more stylish and more secure locking performance for specialised door applications 
in sail or motor boat and yacht construction. The Mobella L-Star is ideal for washboard 
entry ways – even those angled up to 7˚ beyond perpendicular – as well as for bi-fold 
doors and other cabin or entry doors. The security of the Star-Lock mechanism adds 
peace of mind, while all-marine-grade construction ensures robust performance.
• enhance high-end security with the hard-to compromise  

star-Lock three-axis six-pin tumbler design
• Locks can be matched to other southco deck latches  

contact southco marine for more information
• simplify installation with slip-in mounting on the back edge  

of the door
• satisfy customer preferences with a variety of decor options  

-  including diamond brass, polished chrome and satin finishes
• accommodate door thicknesses from 19 mm to 45 mm without a recess, and engage  

with overhead hatches of 10 mm or thicker

mG L-star entry Door Lock

www.southco.com/MG



CABIN & COCKPIT ENTRY HARDWARE
A

41

Dimensions in millimeters (inch) unless otherwise stated

Panel Preparation

Striker

Striker Part number

MG-90-300-24 

Hatch

L-Star

Panel

0˚ to 15˚

77 (3.03)

50
(1.97)

2X Ø8 (.32)

15 (.59)

Min 10 (.4)

4X R6.35
(.25)

95 (3.74)

30
(1.18)

6.5 (.26)

7 (.28)Ø6 (.23)

Gasket

Striker Hood Part number

MG-90-330-24 

77 (3.03)

50
(1.97)

2X Ø8 (.32)

15 (.59)

Min 10 (.4)

4X R6.35
(.25)

95 (3.74)

30
(1.18)

6.5 (.26)

7 (.28)Ø6 (.23)

Gasket
Panel Preparation

2 (.08)

90 (3.54)

77 (3.03)

12.5
(.49)

20
(.8)

27.8
(1.09)

26.7
(1.05)

4X R6 (.24)

Min 
21 (.83)

92 (3.62)

77 (3.03)
50

(1.97)

Depth 
2 (.08)

Depth 
Min 18 (.71)

22
(.87)

15 (.59)

Prebored8X R6.35
(.25)

2X Ø4.7 (.19) Thru-hole 
Ø8 Countersunk 45˚ 2 (.08)

90 (3.54)

77 (3.03)

12.5
(.49)

20
(.8)

27.8
(1.09)

26.7
(1.05)

4X R6 (.24)

Min 
21 (.83)

92 (3.62)

77 (3.03)
50

(1.97)

Depth 
2 (.08)

Depth 
Min 18 (.71)

22
(.87)

15 (.59)

Prebored8X R6.35
(.25)

2X Ø4.7 (.19) Thru-hole 
Ø8 Countersunk 45˚ 

Striker Hood

Minimum panel thickness without recess 19 (.75). Angle range 
between hatch and panel  -7˚ to +7˚. No mounting hardware supplied.

Flush mount panel preparation shown

The Striker Hood is designed for thin panels, or where the panel may 
not be suitable to directly attach the striker.  Note:  A striker must be 
used with the Striker Hood.

www.southco.com/MG
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Dimensions in millimeters (inch) unless otherwise stated

90
(3.5)

106
(4.17)

16 (0.63)

2X Ø5 (.2) Thru-hole 
Ø8 Countersunk 45˚

10.5 (0.41)
6

(0.24)
7.5 (0.3)

2 (0.08)

57.25
(2.25)

62.5
(2.46)

8.6 (0.34)

16.3
(.64)

2.2
(0.09)

2 (0.08)
16.1 (0.63)

16.1 (0.63)

How to order Single Star

Part number formula MG-04-53C3-FF

DOOR THICKNESS

C3

0 22-30mm (7/8-1 3/16”)

1 28-37mm (1 1/8-1 1/2”)

2 36.5-45mm (1 7/16-1 3/4”)

FINISH Handle/Privacy/Escutcheons

FF
10 Chrome

20 Satin (matte chrome)

40 Diamond brass

Panel Preparation

16.5
(.65)

13 (.51) 106.5 (4.19)

78 (3.07)

11 (.43)

Ø23 
(.91)

45 (1.77)

Key side

Interior (Privacy knob side)

Ø23 
(.91)

45
(1.77)

16.5 (.65)2 (.08)

62 (2.44)

C3*

Interior
(privacy 
knob) Panel

Lock module

Keyway

*see part number table

The Mobella Single Star-Lock provides the flexibility and functionality of a deadbolt 
that can be installed alone or combined with another latch mechanism for cabin doors, 
washboard doors, and other door security. By combining reliable Star-Lock performance, 
all-marine-grade construction, and a clean look with multiple keyhole finish options, 
it offers the perfect blend of robustness and style for sail or motor boat and yacht 
applications. 
• Enhance high-end security with the hard-to-compromise  

Star-Lock three-axis six-pin tumbler design
• Locks can be matched to other Southco deck latches 

Contact Southco Marine for more information
• Mortise mount design provides a clean appearance
• Satisfy customer preferences with a variety of decor options –  

including diamond brass, polished chrome and satin finishes
• Accommodate door thicknesses ranging from 22 mm to 45 mm

MG Single Star Entry Door Lock

www.southco.com/MG
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Dimensions in millimeters (inch) unless otherwise stated

Panel Preparation

Striker

Minimum panel thickness without recess 19 (.75). Angle range 
between hatch and panel  -7˚ to +7˚. No mounting hardware supplied.

Flush mount panel preparation shown

Striker Part number

MG-90-300-24 

Hatch

Single Star

Panel

0˚ to 15˚

Striker Hood

77 (3.03)

50
(1.97)

2X Ø8 (.32)

15 (.59)

Min 10 (.4)

4X R6.35
(.25)

95 (3.74)

30
(1.18)

6.5 (.26)

7 (.28)Ø6 (.23)

Gasket

Striker Hood Part number

MG-90-330-24 

77 (3.03)

50
(1.97)

2X Ø8 (.32)

15 (.59)

Min 10 (.4)

4X R6.35
(.25)

95 (3.74)

30
(1.18)

6.5 (.26)

7 (.28)Ø6 (.23)

GasketPanel Preparation

2 (.08)

90 (3.54)

77 (3.03)

12.5
(.49)

20
(.8)

27.8
(1.09)

26.7
(1.05)

4X R6 (.24)

Min 
21 (.83)

92 (3.62)

77 (3.03)
50

(1.97)

Depth 
2 (.08)

Depth 
Min 18 (.71)

22
(.87)

15 (.59)

Prebored8X R6.35
(.25)

2X Ø4.7 (.19) Thru-hole 
Ø8 Countersunk 45˚ 

2 (.08)

90 (3.54)

77 (3.03)

12.5
(.49)

20
(.8)

27.8
(1.09)

26.7
(1.05)

4X R6 (.24)

Min 
21 (.83)

92 (3.62)

77 (3.03)
50

(1.97)

Depth 
2 (.08)

Depth 
Min 18 (.71)

22
(.87)

15 (.59)

Prebored8X R6.35
(.25)

2X Ø4.7 (.19) Thru-hole 
Ø8 Countersunk 45˚ 

The Striker Hood is designed for thin panels, or where the panel may not 
be suitable to directly attach the striker.  Note:  A striker must be used 
with the Striker Hood.

www.southco.com/MG


