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TRANSOM LATCH - SPRING BOLT 
• 316 stainless steel housing with nylon  

slide
• Simple spring loaded slide latch  

well-suited for fibre glass doors
• Features an adjustable slide bolt
• Available as both single and double  

sided
• Screws not included

A 900 Rim mount B Rim mount
Part No. Model A B C D E

Latch M5-60-302-8 Single Side 91(3 5/8”) 56 (2 1/4”) 9 (3/8”) X X

M5-60-309-8 Double Side 91(3 5/8”) 56 (2 1/4”) 9 (3/8”) X X

Strikers M5-C-301-8 A X X X 22 (7/8”) 56 (2 1/4”)

M5-C-304-8 B X X X 22 (7/8”) 70 (2 3/4”)

TRANSOM LATCH - SPRING BOLT 
• 316 stainless steel with nylon slide
• Spring bolt can be reversed to  

accommodate for both left and right  
swing

• Flush mount striker plate included
• Mounting hardware not included

TRANSOM LATCH - SPRING BOLT 
• 316 stainless steel
• Two striker options available
• Mounting hardware not included
• Heavy duty construction

Part No A mm B mm C mm D mm

M5-60-451-8 72 (2 3/4”) 27 (1 1/16”) 20 (3/4”) 30 (1 3/16”)

Part No Striker

M5-60-205-8 Flat

M5-60-206-8 Standard
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Panel Preparation


